
LEBD entry 

CLR entry – moisture related 

Public access for entering projects to LEBD 

CLR course pass required for access 

LEBD entry tabs: 

Internal ref: http://dev.pheriche.com/leb/ (B Butcher account) 

http://dev.pheriche.com/leb/
http://dev.pheriche.com/leb/
http://dev.pheriche.com/leb/


AECB admin for managing certifications 



Let’s look at this live for GBS radical retrofit via Bill Butcher’s account 
http://dev.pheriche.com/leb/clr_asbuilt.php?id=408  

Design stage entry first….this 
stage encourages a thorough 
pre-retrofit assessment and 
building investigation 

Then we will look at an example of a 
construction assembly (junction)…. 

http://dev.pheriche.com/leb/clr_asbuilt.php?id=408
http://dev.pheriche.com/leb/clr_asbuilt.php?id=408
http://dev.pheriche.com/leb/clr_asbuilt.php?id=408


Next few slides if i-connection fails 
 
First Design Stage (including pre-retrofit investigation) 







Target 
In relation to 
CLR ranges 







Target 
In relation to 
CLR ranges 

Explain your thinking 
and actions relating to 
residual moisture risks 



Assemblies - junctions 









Understanding microclimates and 
hygrothermal principles – as applied to 
specific assemblies/junctions 


